
S
ep

te
m

b
er

  2
0

21

S
ep

te
m

b
er

  2
0

21

Keypad 
Controller

The Schlage Keypad Controller (BZ300) provides 
convenience of keyless access as the Schlage Omnia™ or 
Schlage eGO™  Smart Locks.

• Relay control for locking devices or systems• Combined with with Schlage Breeze or Schlage 
Breeze Hotel software, the Schlage Keypad 
Controller adds enhanced access to any site• Access control product featuring keypad, card 
reader, and Bluetooth app• Easily manage access via Schlage Breeze/Breeze 
Hotel

Features

Warranties

Electronics 1 year
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Specifications

Model Schlage Keypad Conttroller (BZ300)

Dimensions 79mm (W) x 129mm (H) x 15mm (D)

Material Aluminium frame / Tempered glass panel

Communication Bluetooth 4.1

Stand-by current 15mA

Access method PIN, Keytags/cards, Breeze app

BLE app Schlage Breeze, Schlage Breeze Hotel, Schlage Breeze Guest

Number of users Unlimited  users via app (BLE) 

Keytags/Cards Upto 200

PIN code Custom: 150
Scheduled: 150
Length: 4-9 digits

Operating current 1A (maximum)

Power supply 9 - 16V

Unlocking time 1.5S (can be configured in Schlage Breeze App)

Parts included

Keypad 
controller

Manual

Mounting plate
+ 4 screws

Hex key

Waterproof level IP66
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Mounting details 

© Allegion 2021. All rights reserved. Material and design specifications subject to change without notice. Product colour 
reproduction is as near to actual product colour as production methods allow. Warning: Products in this brochure are the 
subject of registered designs and patents. This brochure relates to Australian and New Zealand products only and some 
product, design or specifications may differ in other countries.

Full process control sample

Connect the leads to the appropriate ports of 
the power supply according to the diagram.

Wiring


