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Universal 
Strikes

Von Duprin offer a range of Universal Strikes 
compatible with rim devices and vertical rod devices.

The strikes can be used on all the Von Duprin exit
devices: 22 Series, 33A Series, 88 Series, 99 Series, 
and Chexit emergency exit devices.

• Suit a variety of exit devices• VD299, VD299F, and VD1606 are available for rim
devices• VD248L and VD304L are suitable for vertical rod
devices• VD1609 is suitable for fire rated and double rebated
doors• Both VD299F is also suitable for fire rated doors• Bottom and top strikes are available

Features

Exit devices

Warranties

Mechanical 10 years
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Specification guide
Code prefix Model Finish

VD 266. . . . . . . . . . . . . . . . . . . .                P26017
299. . . . . . . . . . . . . . . . . . .               P26003
299F . . .  . . . . . . . . . . . . . . .              P11595
1439. . . .  . . . . . . . . . . . . . .              P55123
1609. . . . . . . . . . . . . . . . . . P26006
248L-4. . . . . . . . . . . . . . . P26005
304L. . . . .  . . . . . .  . . . .  .P26004

Black. . . . . . . . . . . . . . . . . . .  . . .  . .B
Aluminium. . . . . . . . . . . . . . . . . . .  . . .  Alum

1.	 Code prefix
All codes are prefixed with  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                                                                                        VD

2.	 Model 
Select the desired model e.g., 299  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                                                                       VDP26003

Testing and Compliance

Fire Rating: 
Successfully tested on fire door assemblies in accordance with AS1905 Part1: Fire resistance doorsets. Check with fire door manufacturer 
prior to installation.

Finish

Aluminium

ALUMB

Black
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Models for rim devices

© Allegion 2021. All rights reserved. Material and design specifications subject to change without notice. Product colour 
reproduction is as near to actual product colour as production methods allow. Warning: Products in this brochure are the 
subject of registered designs and patents. This brochure relates to Australian and New Zealand products only and some 
product, design or specifications may differ in other countries.

Models for vertical rod devices

VD299
Rim and top strike

VD299F
Fire rated rim and top strike

VD1606
Strike

VD248L-4
Bottom strike

VD304L
Bottom strike

VD1609
Fire rated rim strike for double rebated doors




